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Формат A3

Основна технічна інформація Значення
Номінальна потужність 13,5 кВт
У тому числі потужність водяного контура 9,5 кВт
Споживання дров 4,3 кг/год
  
Діаметр димоходу 200 мм
Діаметр підведення повітря 125 мм
  
Температура димових газів 225 °С
Необхідний тиск у димоході 12 Пa
Розмір полін 30-50 см
  
ККД >76%
Вага топки (база) 168,5 кг
Вага з ребристим шамотом 40мм 204 кг
  
Водяний контур  
Перевірочний тиск 4 бари
Робочий тиск <2 бар
Об'єм води 54 л
Діаметр підведення водяного контура 1"
Діаметр підведення контура охолодження 2 1/2"

Топка сертифікована у відповідності до ДСТУ 3075-95

1" РВ Зворотня подача

1" РВ Пряма подача

Гільза датчика температури 9мм
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Муфта 2,5"
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1" Зворотня подача

(не включено)

контуру 2x1/2" 
охолоджуючого 
3" Патрубок 

1" Пряма подача

температури 9мм
Гільза датчика

Basic technical information Values
Nominal heat power 13.5 kW
Power transmitted to the water circuit 9.5 kW
Wood consumption 4.3 kg/h
  
Chimney diametr 200 mm
Combustion air connection 125 mm
  
Flue gas temperature 225 °С
Required chimney pressure 12 Pa
Log length 30-40 cm
  
Efficiency >76%
Weight of the fireplace insert (base) 173.5 kg
Weight with ribbed 40mm chamotte ("+" version) 209 kg

Water exchanger specifications  
Tested pressure 5 bar
Working pressure <2 bar
Water capacity 54 litre
Connections 1"
Cooling loop connection 2 1/2"
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